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8.2 Other Roadway / Pedestrian Improvements

8.2.1 Side Streets
No side street improvements are proposed for the preferred alternative.

8.2.2 Queue Jump Lanes
No queue jump lanes are proposed for the preferred alternative.

8.2.3 Bus Bays

As described in Section 8.1.1, several stations will include either striped or physical bus bays in
their construction. These sixteen stations with bus bays, shown in Table 8-1, will allow the BRT
vehicle to separate from through traffic during boarding operations. The existing bus bays in the
Hidden River Corporate Park were not included in the alternatives analysis. These locations will
only received minimal enhancements for BRT service.

Table 8-1 Summary of Bus Bays

Intersection Station Bus Bay Type
Kennedy & Pierce WB Striped (existing)
NB Striped (existing)
Estelle & Nebraska SB Striped (existing)
Columbus & Nebraska NB Striped (existing)
NB Physical
Fowler & Nebraska SB Physical (planned)
15" & Fletcher EB Physical
22" & Fletcher EB Physical
. EB Physical (existing)
Magnolia & Fletcher WB Physical (existing)
nd EB Physical
Palm/42™ & Fletcher WB Physical (existing)
th EB Physical
50" & Fletcher WEB Physical
th EB Physical
56" & Fletcher WEB Physical

8.2.4 Mid-Block Pedestrian Crossings

The preferred mid-block crossings are located on Nebraska Avenue near Estelle Street and Hanna
Avenue BRT stations. It is recommended that pedestrian actuated Rectangular Rapid Flashing
Beacons (RRFB) be located on the crosswalk sign.

Estelle Street and Nebraska Avenue

The proposed BRT stations are located between signalized intersections at Scott Street and
Henderson Avenue. The mid-block crossing will consist of the construction of a raised curbed
concrete median in the transition area from three to two lanes, shown on Sheet 10 in Appendix C.
The improvements will require the construction of sidewalk, curb ramps, crosswalk stripe and signs
along Nebraska Avenue.

Hanna Avenue and Nebraska Avenue

The mid-block crossing will be located adjacent to the northbound station within the four-lane
section of Nebraska Avenue, shown on Sheet 16 in Appendix C. The improvements will require
the construction of sidewalk, curb ramps, crosswalk stripe and signs along Nebraska Avenue.
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